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This kit contains

1. 1 pc Luggage carrier with bracket
2. 1 pc Adapter cable

Tools (not included): 
• Allen key

Installation instructions, luggage carrier F3 / F5

Installation, luggage carrier F3 / F5                 P ag e s 1-4

Installing the luggage carrier F3/F5

1.  Turn the lock handle to the unlock po-
sition (padlock open). Pull the bracket 
down so that it is free from the luggage 
carrier. 
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F3/F5 

2.  Remove the two bolts and washers on 
the back of the seat lift.

3.  Remove the rear cover and connect 
the adapter cable to the lighting cable 
in the chassis. Press the cable into the 
cable clip on the rear cover and pass 
the adapter cable through the cut-out 
in the rear cover.

4.  Locate the bracket in the cut-out under 
the rear cover on the chassis.
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7.  Install the luggage carrier on the lug-
gage carrier bracket by sliding the 
luggage carrier attachment into the 
bracket.

6.  Position the hole against the bracket 
on the seat lift and install the bracket 
using nuts and bolts (use the same bolt 
and washer as removed in item 2).

5.  Flip the bracket up so that it fits over 
the rear cover.
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8.  Lock the luggage carrier in place by 
turning the handle 90 degrees anti-
clockwise. In order for the luggage 
carrier to remain locked, the handle 
must be over the pressed plate on the 
rear of the luggage carrier.

9.  Attach the cable in the bevel in the 
bracket. Then run the cable under the 
wing on the luggage carrier bracket. 
Connect the adapter cable to the the 
luggage carrier lighting cable (2) and 
then conceal the cable under the cov-
er’s fabric.
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Innehå llsf ö rteckning

1.   1 st B agagekorg inkl. fä ste
2.   1 st Adapterkabel

V erktyg (medfö lj er ej ): 
• Insexn yckel

Installationsanv isning, b agagekorg F3 / F5

M ontering bagagekorg F3 / F5    Sida 1-4

M ontering av  b agagekorg          F3/F5

1. V rid lå svredet till olå st lä ge (hä nglå s 
ö ppet). D ra fä stet nedå t så  det slä pper 
frå n bagagekorgen.

gggg gg

ggggggg

gggggggggg ggggggg ggg

268474 A

FOR SERIES

JOF2015-04-09 4/27/2015 GHT



Page

RevisionDocument No.

Production state

Preform Date Preform By Approved Date Approved By

Document type

Assembly Instruction

SE 2

   F3/F5       

2. D emontera de två  skruvar och brickor 
som sitter bak på  sitslyften.

3. Lossa den bakre kå pan och koppla 
adapterkabeln till belysningskabeln 
i chassit. Tryck fast adapterkabeln i 
kabelfä stet på  den bakre kå pan och trä  
sedan kabeln genom urtaget.

4. Placera fä stet i urtaget under den ba-
kre kå pan på  chassit.
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F3/F5

7. M ontera bagagekorgen på  bagage-
korgsfä stet genom att fö ra ner bagage-
korgensinfä stning på  fä stplå ten.

6. Placera hå len mot infä stningen på  
sitslyften och montera fä stet med skruv 
och mutter (anvä nd samma skruv och 
bricka som demonterades i punkt 2).

5. V inkla upp fä stet så  det gå r in ö ver 
bakre kå pan
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   F3/F5

8. Lå s fast bagagekorgen med vredet 
genom att vrida vredet 90 grader mot-
sols. Fö r att bagagekorgen ska vara 
lå st må ste vredet ligga ö ver den bocka-
de plå ten bak på  bagagekorgen.

9. Fä st adapterkabeln i urfasningen i 
fä stplå ten (1). D ra sedan kabeln under 
vingen på  bagagekorgens fä stplå t. 
K oppla ihop adapterkabeln med ba-
gagekorgens belysningskabel (2) och 
stoppa sedan in kablaget under lockets 
tyg (3).
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