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Mounting the Co-Pilot bracket on Corpus 3G

Order no.: 1825810   Co-pilot bracket C3G

Fig. 3. The bracket mounted.

Mounting
Read the instructions carefully before starting
installation.
1. Undo the stop screws holding the cover on the 

back rest profile and remove the cover by sliding 
it upwards along the groove. (Fig. 1)

2. Undo the screws on the bracket so that it is pos-
sible to slide the groove nuts down into the two 
central grooves on the back rest profile. (Fig. 2)

3. Tighten the screws so that the groove nuts are 
just under the top edge of the back rest profile.       
NB! The bracket can be mounted lower, but 
then the arm rest height needs to be adjusted.

4. Replace the cover on the back rest profile, and 
check that the cover does not catch on any part 
of the mounted bracket. Fix the cover in place 
by tightening the stop screws. Fig. 1. Remove the cover.

Fig. 2. Slide the bracket’s groove track nuts in.

List of parts in the set.

1 pcs. Co-pilot bracket 2 pcs. groove nuts 2xM5 CC25 
4 pcs. screws ISO 4762 M6x12 Fe/Zn 
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Montering av Co-Pilot fäste på Corpus 3G

Best.nr: 1825810   Co-pilot fäste C3G

Bild 3. Fästets monterat

Montering
Läs igenom anvisningen innan montering påbörjas.
1. Lossa stoppskruvarna som håller kåpan på 

ryggstödsprofilen och demontera kåpan genom 
att skjuta den uppåt längs med spåren. (Bild 1)

2. Lossa skruvarna på fästet så att det går att 
föra ned spårmuttrarna i de två mittersta spå-
ren på ryggstödsprofilen. (Bild 2)

3. Dra åt skruvarna så att spårmuttrarna hamnar 
precis under överkanten på ryggstödsprofilen.       
OBS! Fästet kan monteras lägre, men då måste 
armstödshöjden anpassas.

4. Återmontera kåpan på ryggstödsprofilen, kon-
trollera att kåpan inte rider på någon del av det 
monterade fästet. Fixera kåpan genom att dra åt 
stoppskruvarna.

Bild 1. Demontera kåpan

Bild 2. Skjut i fästets spårmuttrar

Förteckning över detaljer som skall finnas i satsen.

1st  Co-pilot fäste 2st Spårmutter 2xM5 CC25 
4st Skruv ISO 4762 M6x12 Fe/Zn 
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