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1 set Armrest pad

Tools (not included): 
• 4 mm ball-end hex key or 

similar

Installation instructions for armrest pad, Corpus

Removing the armrest pad, Corpus   Page 1
Installing the armrest pad, Corpus   Page 2
Cleaning the armrest pad, Corpus   Page 3

Removing the armrest pad, Corpus

1. Raise the armrest for easier access to 
the anchor points.

2. Remove the existing armrest pad by 
pressing in the anchor points with the 
aid of a tool (e.g. hex key or screw-
driver). Once they are all pressed in, 
carefully remove the pad.
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Installing the armrest pad, Corpus

1. Install the new armrest pad by moving 
it straight down and locating it so that 
all of its anchor points arrive in the 
correct positions (1). 

 Press the pad into place by hand (2).

 NOTE: Be sure that all anchor points
 attach properly.

2. Use a 4 mm ball-end hex key (or 
similar narrow round tool) to press the 
excess fabric under the armrest trim.

 NOTE: Do NOT use sharp instruments 
as these may damage the fabric.
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Cleaning the armrest pad, Corpus

1. Clean the armrest pad with a cloth 
moistened with hot water. 
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Innehå llsfö rteck ning

1 st armstö dsdyna

V erktyg (medfö lj er ej ): 
• 4 mm rundad insexnyckel el. 

liknande

Installationsanvisning fö r armstö dsdy na, Corpus

Demontering av armstö dsdyna, Corpus    S i d a 1
M ontering av armstö dsdyna, Corpus    S i d a 2
Rengö ring av armstö dsdyna ,  Corpus    S i d a 3

D emontering av armstö dsdy na, Corpus

1. V inkla upp armstö det fö r lä ttare 
 å tkomst av fä stpunkterna.

2. Demontera armstö dsdynan genom att 
trycka in fä stpunkterna med hj ä lp av 
t ex en insexnyckel eller skruvmej sel. 
Nä r alla fä stpunkter ä r intryckta kan 
dynan fö rsiktigt lyftas av.
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M ontering av armstö dsdy na, Corpus 

1. M ontera den nya armstö dsdynan 
 genom att fö ra den rakt nedå t och 
 placera den så  att alla fä stpunkter 

hamnar på  rä tt stä lle (1). 
 Anvä nd handkraft fö r att trycka dynan 

på  plats (2).

 OBS : V ar noga med att alla fä stpunk-
ter klickar i ordentligt.

2. Anvä nd ett smalt rundat verktyg (t ex 
en rundad insexnyckel 4 mm) fö r att 
trycka ner det ö verskj utande tyget in 
under plastkå pan på  armstö det.

 OBS : Anvä nd INTE vassa fö remå l då   
dessa kan skada tyget.
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Rengö ring av armstö dsdy na, Corpus 

1. Rengö r armstö dsdynan med en lä tt 
fuktad trasa med varmt vatten. 
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